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C >TERM—A—DUCTS AS |
HOT DIPPED GALVANIZED :/[/2 L REQD
STEEL HATCH W/HINGES o e
& LOCKABLE LATCH N
- T EACH HANDHOLE IDENTIFIED AS SHOWN.
LETTERS ARE 2" HIGH AND MACHINE —
ENGRAVED IN THE COVER. EXACT METHOD
OF IDENTIFICATION TO BE APPROVED BY
PLAN VIEW THE PROJECT ENGINEER.

CABLE LOOP IN HANDHOLE. CABLE LOOPS ATTACHED TO THE TOP
OF THE HANDHOLE AND WALL SIDES W/ MASONRY PUSH MOUNTS
(PANDUIT MPMH38 OR EQUAL). MAINTAIN 6" SEPARATION BETWEEN G
POWER AND CONTROL '

10" PIGTAIL OF =2 LOOPED INSIDE BOX

+2 BARE COPPER 1" OR AS DIRECTED
TO GROUND ROD l PROVIDE LABEL ABOVE EACH CONDUIT |
S _ W o DESCRIBING WHAT IS IN EACH CONDUIT.
};/>/: z N MIN. LABEL SIZE 6" LONG X 2" WIDE L
1/2" PVC NIPPLE " = /

GRMC OR PVC CONDUITS AS REQ'D.
DUCT SEAL AROUND INCOMING CABLES.
IF TERM-A-DUCTS NOT USED: CONDUIT

<TYP>—\‘E‘\_¢ |
/ 4"W— 4
' - EXTENDS 2" INTO HANDHOLE AND GROUT IS
e PLACED AROUND INCOMING CONDUITS. ENDS
Al OF PVC HAVE BELL ENDS AND ENDS OF GRMC F
R S I N HAVE INSULATED GND BUSHINGS.

RN SURROUNDING GRADE SO rILL
\_6" DEEP CRUSHED ROCK UNDER SELEC

3/4" X 10'-0" COPPERCLAD GROUND RO PULL BOX

PLACED 6' FROM TRENCH CENTERLINE. 6" DIA. SUMP DRAIN HOLE N NN Az A _
WELD *1/0 GUARD WIRE AND *#2 TO ROD. \/\\\\% © 3
\ =1 =
HANDHOLE DETAIL - SEE SCHEDULE = iw o
NOT TO SCALE ~ it
TE: WARNING TAPE s a
NOTE (AS APPROVED) E
1. ALL PWR & CTRL CABLES SHALL BE TAGGED PER FAA-C-1391b; 3.5.1. #1/0 BARE GUARD WIRE — ! * !
2. USE ALMETEK .030" THICK POLYETHYLENE MARKERS (1 3/4"X 3 7/8") SAND OR ! §
W/ PERMANENT LETTERING TO IDENTIFY EACH CABLE GROUP. CONCRETE BACKFILL 6" VERTICAL SEPARATION

CABLE IDENTIFICATION METHOD AND EXACT WORDING SHALL BE BETWEEN CONDUITS

COORDINATED WITH THE PROJECT ENGINEER. |

Y

3. ALL CONDUIT SHALL BE SEALED WITH EXPANDING FOAM SEALANT PVC OR GRC P T T T _ 4" ABOVE & BELOW
SUITABLE FOR ELECTRICAL CABLES (TYP). CONDUITS A1 ARSI -3 AR S CONDUITS (TYP)
4. ALL UNUSED CONDUIT SHALL HAVE A PULL STRING (TYP). . _
5. EACH HANDHOLE WILL HAVE A GROUND ROD INSTALLED NEAR IT. FINSHED GRADE I P
~— P, 0
6. ALL HANDHOLES INSIDE THE RSA WILL BE 100KIP AIRCRAFT RATED. ALL Z1l CONDUITS (TYP )
HANDHOLES OUTSIDE THE RSA WILL BE H-20 RATED. s '
7. PROVIDE STAINLESS STEEL ENGRAVED STATION LABELS FOR ALL HH.
EPOXY AND SCREW DOWN TO TOPS AND INSIDE OF LIDS (2 LABELS PER HH LID) TRENCH DETAIL
MIN. LABEL SIZE 12" LONG X 4" WIDE NOT TO SCALE _
~a EXOTHERMIC WELD NOTE:
GROUND WIRE N
SIZES VARY PER (ALL CONNECTIONS) CONDUIT SPACERS REQUIRED AT 5' CENTERS
SITE SPECIFIC
e 170 B.C. "SITE PLANS" \3/4“ X 10' LONG COPPER
AP CLAD SECTIONAL TYPE C
J v GROUND ROD
CONCRETE SLAB,
o 18"x 18"x 6" (PAINT
BRIGHT ORANGE)
| INSTALLED FLAT WITH HANDHOLE V FOR OFFICIAL USE ONLY
FINISHED GRADE. SPACED 500" PUBLIC AVAILABILITY TO BE DETERMINED UNDER 5 USC 552
ol ¢ GROUND ROD
T T SPACED 90't 10% _ —
SYSTEM . J™>———BRASS SURVEYOR'S
'([%EYNPT)'F'CAT'ON | g%ﬁC%EMTBEE)DDED IN *2 B.C. TYPICAL GROUND ROD INSTALLATION
NOT TO SCALE
géglleNATION Rev| APEROVED DESCRIPTION JCN REDLINE  1apvp B
CABLE DIRECTION DUCT BANK DEPARTMENT OF TRANSPORTATION .
SIRRECC#T\(S\II\?E IN FEDERAL AVIATION ADMINISTRATION o
Q
b ATED FVBICAL SURVEYOR'S HUB CROUND ROD ATO - TECHNICAL OPERATIONS T WESTERN SERVICE AREA 2
1 . [7,)
BURIED CABLE IDENTIFICATION SPACED 90't 107 _ :
RUNWAY 08 AND 26 P
NOTE: INSTALLED EVERY 200' OR CHANGE IN DIRECTION S
GENERAL DETAILS 2
73 )
=
n
172
CABLE MARKER DETAH‘S V1° JUNE AU JUNEAU INTERNATIONAL AIRPORT AK
NOT TO SCALE DUCT BANK GROUND”\JG REVIEWED BY SU8M|TTED<B~>// Ap%)/% A
NOT TO SCALE ' é
| PROJECT ENGINEER MGR: CONSTRUCTION/INSTALLATION
DESIGNER— ISSUED BY DATE . JCN
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